
Parr Center’s New Theater
Technical Specifications

Mailing Address

Central Piedmont Community College

PO Box 35009

Charlotte, NC 28235‐5009

Physical Address

1201 Elizabeth Avenue

Charlotte, NC 28204

Shipping Address

1325 East 7th Street

Charlotte, NC 28204

Telephone Information

Box Office (704) 330-6534

Director of Operations (704) 330-6846



Mailing Address

What this technical packet contains

The purpose of this material is to orient the user to the specifics of the facilities and equipment
in the Overcash Performing Arts Center and other performance spaces on Central Campus of
Central Piedmont Community College. This packet is not exhaustive in its resources. However,
it should provide the reader with enough reference material to accurately plan an event.

In this document, you will find tables and diagrams describing the space and its equipment
which should also include a scale drawing of the various spaces. If your event requires more
information than is included here, please contact the Technical Director (front page, last page
contact info) of the Performing Arts Center with your request.



Lighting Information
Light Board:
GIO @5 with EOS 40 Channel Fader Wing
47 20-amp ETC Echo Relay Panel, hard-wired

Instruments:
20 ETC ColorSource Spot Deep Blue 19°
9 ETC ColorSource Spot Deep Blue 26°
41 ETC ColorSource Spot Jr Deep Blue
15 ETC ColorSource PAR Round
5 SL BAR 660 Hang RGBW LED
2 High-End Systems Solaframe 1000
2 Altman LED AFS-7009 Follow Spot (68’ from Plaster Line)

DMX Cable Supply:
Limited; please advance needs with venue Technical Director

Circuit Locations:
(3 Pin/Stage Plugs X Circuits: 20-amp relay)
2 Proscenium Wall SL & SR
4 Rear Wall USL, USC, USR
2 Mid SL & SR Floor Pockets
2 SL & SR Wall
5 1st Catwalk
5 2nd Catwalk
2 Spot Booth – Follow Spots
6 1st Electric
6 2nd Electric
6 3rd Electric
6 Cyc 4th Electric

Company Switches:
3 200 AMP 3-Phase 5 Wire Camlock - Located USL Back Wall



Sound Information
Console:
Yamaha CL3 Audio Mixer with Dante Interface
Mix Position: Control Booth, 68’ from plaster line
2 Portable 32 x 16 Rio3224-D Stageboxes
2 16 x 8 Rio1608-D Stageboxes (1 SR, 1 Booth)

Speakers:
2 Renkus Heinz VX101-15 & VX101-7 four-box line arrays
2 Heinz VX15S Subs
5 QSC K12 Powered Monitors (XLR)
2 EV ELX200-12P Powered Monitors (XLR)

Show Relay:
Backstage relay available in all backstage areas, lobby,
lobby restrooms, and gallery. Volume has priority override.

Amplifiers:
1 Array HF L/R
1 Array LF L
1 Array LF R
1 Subs L/R
1 Auditorium Speakers (Lecture Mode Only)

Microphones:
8 Shure SM 57
11 Shure SM 58
6 Shure MX202W-A/C Hanging Mics
3 Crown PCC-170 PZM Mics
6 Sennheiser SKM-9000 Handheld Wireless
19 Sennheiser SK-9000 Lavalier Bodypacks
4 Sennheiser EW G4 IEM Bodypack Wireless



Sound Accessories:
Assorted Mic Cables (10’, 25’, 50’, 75’, 100’)
1 Active Mono DI
4 Mono Passive DI4 Desktop Mic Stands
5 SarTech Stands
4 Straight Stands Shared
6 Weighted Straight Stands
7 Boom Stands Shared
2 Short Boom Stands Shared
10 Tall Tripod Stands with Weighted Booms
1 Guitar Stand
1 Stereo Bar
1 4CH 3ft Snake Male-to-Female XLR Fanout
1 4CH 6ft Snake Male-to-Female XLR Fanout
6 GTR/Instrument Cables
1 Make TS Y Cable
1 Mult Box

Listening System:
Induction Loop

Communication System:
Clear-Com Quad Channel

Wired Stations:
Light Console
Sound Console
Booth Stage Manager Rack
DSL Amp Rack
Stage Manager Rack DSR
Concession Stand, Box Office
Inner Lobby SR & SL
Back Stairwell 5 to 2nd Floor
2nd Floor Classroom
2 Large Dressing Room
2 Small Dressing Room
3 Booth
2 Followspot



Paging:
Backstage paging at Booth Stage Manager Rack, Stage Manager Rack DSR, Priority Override

Wireless Stations:
6 Clear-Com Freespeak AC60 4-Ch Wireless Headsets

AV Information:
1 Christie WU 12K-M WUXGA DLP Projector 11,550 lumens
1 Denon DN-V200 DVD
1 Da-Lite Screen (22’6"x30’)

SFX:
Hazers and Foggers are only permitted to be used in the venue with written approval from
Performance Facilities. An application must be submitted four weeks in advance through the
theater to the Fire Marshal and approved before it can be allowed. Additional cost of Fire,
Security and Electrician Personnel applies. Dry Ice may be used with a three-week approval
time and no additional expense.

NOTES:
All equipment is patchable. Patch panel is located in the sound control booth. House monitoring
system to all dressing rooms available.



Fly Rail Information

Distance from Batten:
0 0’ – 11” Fire Curtain
1 1’ – 7” Main Valance
2 2’ – 3” Grand Drape
3 2’ – 11” Spare
4 3’ – 7’’ Spare
5 4’ – 3” Legs (31’)
6 4’ – 11” 1st Electric
7 6’ – 3” #1 Shell Ceiling
8 8’ – 3” Spare
9 9’ – 7” Da‐Lite Screen (22’6"x30’)
10 10’ – 3” Border (9’)
11 10’ – 11” Legs (24’)
12 12’ – 3” 2nd Electric
13 13’ – 7” Spare
14 14’ – 3” FSB
15 14’ – 11” Spare
16 15’ – 7” Border (9’)
17 16’ – 3” Legs (24’)
18 18’ – 3” #2 Shell Ceiling
19 19’ – 7” Spare
20 20’ – 11” 3rd Electric
21 21’ – 7” Spare

22 22’ – 3” Spare
23 22’ – 11” Border (4’)
24 24’ – 3” Black Scrim (can relocate)
25 24’ – 11” Legs (24’)
26 25’ – 7” Border
27 26’ – 3” Black Traveler
28 28’ – 3” Spare
29 29’ – 7” #3 Shell Ceiling
30 30’ – 11” 4th Electric
31 32’ – 3” Border
32 32’ – 11” Legs (24’)
33 34’ – 3” Spare
34 34’ – 11” 5th Electric
35 36’ – 3” Spare
36 38’ – 3” Cyclorama (White)
37* 38’ – 11” Spare
38* 39’ – 7” Spare
39* 40’ – 3” Spare
40* 40’ – 11” Spare
41* 42’ – 3” Spare
42* 42’ – 11” Spare
Upstage Wall – 44’ – 4” Finished Concrete

Legs:
Height x Width:
(10) @ 25’-0” x 8’-0”
(2) @ 31’-0” x 8’-0”

Borders:
Height x Width:
(5) @ 9’-0” x 56’-0”
(5) @ 4’-0” x 56’-0”

Pipe Length:
56’-0”, with 4’-0” extensions

Proscenium Height:
29’0” (clearance 24’-9”)

Proscenium Width:
50’-0”



Wing Widths:
SR: 15’-0”; SL: 20’-6”

Apron Depth:
6’-6” SR & SL, 5’-1” Center
(9’-8” Center with Pit Lifted)

Grid Height:
65’-0”

Max Batten Height:
62’-0”

Loading Rail Height:
56’-4”

Fly Gallery Height:
29’-8

Batten Work Height:
4’-0”



Miscellaneous
Dance Floor:
Duofloor 6’7” x 46’6” (4 Strips)

Forestage:
37’6” (One Piece)

Choral Risers:
5 Wenger Signature 4-step

Piano:
Steinway D (9’ Concert Grand)

Orchestra Shell:
StageRight Opus II Concert Shell

Staging:
Wenger Stagehand Staging (4 ‐ 16"/24", 4 ‐ 24"/32")

Dressing Rooms:
1st Floor: 2 Principal Rooms, 2 Choral Rooms
Rm 0290 Large Dressing Room: 27’6” x 19’9” (2 sinks, 1 toilet)
Rm 0300 Principal Dressing Room: 10’8” x 6’10”
Rm 0310 Principal Dressing Room: 10’8” x 6’10”
Rm 0320 Large Dressing Room: 22’9” x 17’10” (2 sinks, 1 toilet)

Amenities:
Video Conferencing and Streaming Capabilities
Confidence Monitors for Presenters
8 55” NEC Video Stage Monitors:
2 Backstage DSL & DSR,
2 Backstage Dock Area SL & SR,
4 Dressing Rooms



Stage Dimensions:
Proscenium Height: 19’7”
Proscenium Width: 37’
Stage Dimensions: 40' W x 26' D to Cyclorama (White)
CL to SR Wall: 32’-2”
CL to SL Wall: 33’-4”
Wing Space SR: 13’ x 28’-8”
Wing Space SL: 14’-8” x 28’-8”
Apron Depth: 3’-2” SR & SL, 8'-2” Center at Stage Level

Load-In Clearances:
Loading Dock is 20’ wide x 11’ deep
Dock is angled slightly from door and has NO dock leveler
Does have a concrete ramp from street to dock

Access to Stage:
(2) 12’ wide x 13’ high rollup doors

Backstage Dock Area:
77’-4” x 19’

Off SL Double Door:
7’-11” wide x 9’-11” high

SL Hallway:
8’-8” W x 24’-8”



Full-Time Staff:
Director of Operations (704) 330-6846
Box Office Coordinator (704) 330-6841
Event Coordinator (704) 330-6532

Outside Labor Source:
I.A.T.S.E. Local 322

4037 E. Independence Blvd., Suite 601
Charlotte, NC 28205

Cont: Matt Gedwellas (980) 505-1476

North Carolina is a right-to-work state,
and we are a non-union house,
dedicated to the performing arts.


